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Command summary 
Automatic Wake Up 


Command Action 


(PRint) WAke dn Print wake-up call time for one DN. 


(PRint) WAke dni dn2 Print wake-up call times for a consecutive group of DNs. 


(PRint) WAke ALI Print wake-up call times for all DNs. 


Find WAke dni dn2 Find the first DN in a consecutive group with a call time 
set. 


FI Find the next one. (Follows the previous command.) 
SEt WAke dn Time hhmm Set wake-up call time for one DN. 
SEt WAke dn1 dn2 Time hhmm Set wake-up call times for a consecutive group of DNs. 


SEt WAke dn Time OFf Cancel one wake-up call. 
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Message Registration 


PRint) MEter dn Print meter value for one DN. 
( 


(PRint) MEter dni dn2 Print meter values for a consecutive group of 
DNs. 


(PRint) MEter ALI Print meter values for all DNs. 


(PRint) MEter ALI condition Print meter values for all DNs in the given 
condition, for example ZEro. 


(PRint) MEter dn1 dn2 CUstomer Print meter values for a consecutive group of 
DNs and the customer meter. 


Find MEter ALI Find the first DN in the whole system with a 
non-zero meter. 


Fl Find the next one. (Follows the previous 
command.) 


SEt MEter dn ZEro Set one meter to zero. 
SEt MEter ALI ZEro Set all meters to zero. 


SEt MEter CUstomer ZEro Set the Customer meter to zero. 


SEt MEter dn VAlue n Set one meter to the value given. 


SEt MEter dni dn2 VAlue n Display ON/OFf Set a consecutive group of meters to value 
given (with display on or display off). 


SEt MEter dn ON/OFf Turn a meter for one DN on or off. 
SEt MEter ALI ON/OFf Turn all meters on or off. 
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Room Status (Part 1 of 4) 


Command Action 


(PRint) STatus dn Print the current status of one DN. 


(PRint) STatus dni dn2 Print the current status of a consecutive group of 
DNs. 


(PRint) STatus dn1 dn2 status Print all the DNs in the group that are in the 
specified status. 


(PRint) STatus ALI Print the current status of all DNs. 


(PRint) STatus ALI status Print all DNs that are in the specified status. 


Find STatus dn1 dn2 status Find the first DN in a consecutive group with the 
given status. 


FI Find the next one. (Follows the previous 
command.) 


SEt STatus dn CHeck (IN) Check in one DN. 

SEt STatus dn1 dn2 CHeck (IN) Check in a consecutive group of DNs. 

SEt STatus ALI CHeck (IN) Check in all DNs. 

SEt STatus dn CHeck OUt Check out one DN. 

SEt STatus dn MI nnnnCHeck (IN)/OUt Check in/out one DN by Maid ID number nnnn 
SEt STatus dn1 dn2 CHeck OUt Check out a consecutive group of DNs. 

SEt STatus ALI CHeck OUt Check out all DNs. 

SEt STatus dn OCcupied Set one DN to occupied. 

SEt STatus dn1 dn2 OCcupied Set a consecutive group of DNs to occupied. 
SEt STatus ALI OCcupied Set all DNs to occupied. 

SEt STatus dn VAcant Set one DN to vacant. 

SEt STatus dn1 dn2 VAcant Set a consecutive group of DNs to vacant. 


SEt STatus ALI VAcant Set all DNs to vacant. 
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Room Status (Part 2 of 4) 


Command Action 


SEt STatus dn SAle Set one DN to ready for sale. 

SEt STatus dn1 dn2 SAle Set a consecutive group of DNs to ready for sale. 
SEt STatus ALI SAle Set all DNs to ready for sale. 

SEt STatus dn NS Set one DN to not for sale. 

SEt STatus dn1 dn2 NS Set a consecutive group of DNs to not for sale. 
SEt STatus ALI NS Set all DNs to not for sale. 

*SEt STatus dn REquested Set one DN to cleaning requested. 


*SEt STatus dn REquested MI nnnn Set one DN to cleaning requested by Maid ID 
nnann. 


*SEt STatus dn1 dn2 REquested Set a consecutive group of DNs to cleaning 
requested. 


*SEt STatus ALI REquested Set all DNs to cleaning requested. 
*SEt STatus dn PRogress Set one DN to cleaning in progress. 


*SEt STatus dn1 dn2 PRogress Set a consecutive group of DNs to cleaning in 
progress. 


*SEt STatus ALI PRogress Set all DNs to cleaning in progress. 

*SEt STatus dn CLeaned Set one DN to cleaned. 

*SEt STatus dni dn2 CLeaned Set a consecutive group of DNs to cleaned. 
*SEt STatus ALI CLeaned Set all DNs to cleaned. 

*SEt STatus dn PAssed Set one DN to passed inspection. 


*SEt STatus dn1 dn2 PAssed Set a consecutive group of DNs to passed 
inspection. 


*SEt STatus ALI PAssed Set all DNs to passed inspection. 


*SEt STatus dn FAiled Set one DN to failed inspection. 
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Room Status (Part 3 of 4) 


Command Action 


*SEt STatus dni dn2 FAiled Set a consecutive group of DNs to failed 
inspection. 


*SEt STatus ALI FAiled Set all DNs to failed inspection. 
*SEt STatus dn SKipped Set one DN to cleaning skipped. 


*SEt STatus dni dn2 SKipped Set a consecutive group of DNs to cleaning 
skipped. 


*SEt STatus ALI SKipped Set all DNs to cleaning skipped. 
SEt STatus dn COntrolled Set one DN to Controlled Class of Service. 


SEt STatus dn1 dn2 COntrolled Set a consecutive group of DNs to Controlled 
Class of Service. 


SEt STatus ALI COntrolled Set all DNs to Controlled Class of Service. 
SEt STatus dn COntrolled OFf Set one DN to System Class of Service. 


SEt STatus dn1 dn2 COntrolled OFf Set a consecutive group of DNs to System Class 
of Service. 


SEt STatus ALI COntrolled OFf Set all DNs to System Class of Service. 


SEt STatus dn E1 Set one DN to Enhanced Controlled Class of 
Service level 1. 


SEt STatus dni dn2 E1 Set a consecutive group of DNs to Enhanced 
Controlled Class of Service level 1. 


SEt STatus ALI E1 Set all DNs to Enhanced Controlled Class of 
Service level 1. 


SEt STatus dn E1 OFf Set one DN to System Class of Service. 


SEt STatus dn1 dn2 E1 OFf Set a consecutive group of DNs to System Class 
of Service. 


SEt STatus ALI E1 OFf Set all DNs to System Class of Service. 


SEt STatus dn E2 Set one DN to Enhanced Controlled Class of 
Service level 2. 
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Room Status (Part 4 of 4) 


Command Action 


SEt STatus dn1 dn2 E2 Set a consecutive group of DNs to Enhanced 
Controlled Class of Service level 2. 


SEt STatus ALI E2 Set all DNs to Enhanced Controlled Class of 
Service level 2. 


SEt STatus dn E2 OFf Set one DN to System Class of Service. 


SEt STatus dn1 dn2 E2 OFf Set a consecutive group of DNs to System Class 
of Service. 


SEt STatus ALI E2 OFf Set all DNs to System Class of Service. 
SEt STatus dn LAnguage (no. or ID) Set one DN to the language number or ID. 


SEt STatus dn1 dn2 LAnguage (no. or ID) Set a consecutive group of DNs to the language 
number or ID. 


SEt STatus ALI LAnguage (no. or ID) Set all DNs to the language number or ID. 


SEt STatus dn Vip <CR> Set one DN to VIP status. 


SEt STatus dn1 dn2 Vip <CR> Set a consecutive group of DNs to VIP status. 
SEt STatus ALI Vip <CR> Set all DNs to VIP status (not recommended). 
Note: * Maid ID can be appended to these commands. Use the keyword MI followed by the one- to 


four-digit Maid ID number. For example: SEt STatus 1205 CLeaned MI 14 <CR> changes the cleaning 
status of room with DN 1205 to cleaned, by maid with ID number 14. 
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Call Party Name Display 


SEt CPnd dn ‘name’ LA (no. or ID) CH (IN) 


SEt CPnd dn CH OU 


(PRint) CPnd dn 


Administration 
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Set Room for Call Party Name Display 
(including the language number or ID) at 
check-in. 


Set Room to remove Call Party Name 
Display at check-out. 


Print out the CPnd name for one or more 
rooms. 





(PRint) POrt 
(PRint) OPtion 
(PRint) TRaffic 
(PRint) WAke MAp 
SEt OPtion ID aa bb 


SEt OPtion LAnguage (language no.) (id) 


SEt OPtion UNit cccc ATtendant (ON) 


Print current settings of terminals. 
Print current option settings. 

Print the contents of the traffic file. 
Print the wake-up call map. 


Change terminal name from port number or 
old port ID aa to new portID bb. 


Set two-letter language ID for each language 
number (0—5). 


Set a unit cost figure to give total call 
charges, and have them displayed at 
Attendant Console. 
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Automatic List 


Command Action 


AUtomatic hhmm command Place the command in the Automatic List and have it 
executed at time hhmm each day. 


(PRint) AUtomatic Print the contents of the Automatic List. 


SEt AUtomatic n OFf Delete command n from the Automatic List (where n is a list 
entry number from 1 to 12). 





Options for the Set command 


Command Action 


SEt OPtion COnfirm (ON)/OFf = Allow/disallow confirm messages for SET command. 


SEt OPtion X (ON)/OFf Allow/disallow X substitution for SET command. 


SEt OPtion RAnge (ON)/OFf Allow/disallow range entries (dn1 dn2) for SET command. 
SEt OPtion ALI (ON)/OFf Allow/disallow all DNs to be used in the SET command. 





553-2311-316 Standard 8.00 August 1996 


Command summary Page 99 of 108 


Terminal functions 


SEt OPtion POrt portID feature(s) (ON)/OFf Set which of the four features this terminal 
will be used for (WAke, MEter, STatus, 
OPtion). 


SEt OPtion POrt portID function(s) (ON)/OFf Set which functions this terminal will be 
able to perform (SEt, REad, Display, 
PRint). 


SEt OPtion POrt feature(s) function(s) (ON)/OFF Set the feature and function for this 
terminal (WAke Display, MEter PRint). 





Turning display messages on or off 


SEt OPtion Display item(s) (ON)/OFf Set which features you want to have 
display messages printed for. Choices are: 
WAke or ANswer, ENtry, REturn; MEter; 
STatus or CCos key, RMk, Dlal, DEtect, 
TErminal. 


SEt OPtion Time DEtect t1 t2 Set off hook detection time and also time 
occupied rooms are set to cleaning 
requested. 


SEt OPtion Time DEtect OFf Turn off hook detection, only. 


SEt OPtion Time REquest t1 Set time occupied rooms are set to 
cleaning requested. 


SEt OPtion Time REquest OFf Turn off automatic setting of occupied 
rooms to cleaning requested. 


SEt OPtion Time Dlal (ON)/OFf Allow/disallow Dial Access to cleaning- 
status. 
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Recorded Announcement 


SEt OPtion Time RAn2 t1 t2 Set time of secondary recorded announcement. 


SEt OPtion Time RAn2 OFf Turn off use of secondary recorded announcement. 





Check-in, Check-out criteria 


SEt OPtion CHeck items (ON)/OFf Turn the automatic setting of any of the following 
items on or off: 


COntrolled change telephone Class of Service on 
check-in/out 

E1 Enhanced Controlled Class of Service level 1 on 
check-in/out 

E2 Enhanced Controlled Class of Service level 2 on 
check-in/out 

REquest change room to cleaning requested on 
check-out 

MWI cancel Message Waiting lamp on check-in/out 
DNd cancel Do Not Disturb on check-in/out 

WAke cancel wake-up call on check-in/out 
LAnguage set language to 0 at check-in/out 

SL1 check-in or out using a CONTROL CLS key on 
an SL-1 telephone 

TL check if the set is disconnected on check-in/out. 
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For Sale Print criteria 


Command Action 


SEt OPtion SAle items (ON)/OFf Set the criteria for a ‘rooms ready for sale’ printout. In 
addition to VAcant and PAssed, which are always 
included, you can add any of the following: 


REquested 
PRogress 
CLeaned 
FAiled 
SKipped 
OCcupied. 





Guest Room category 


Command 


SEt STatus dn CAtegory n Set one DN to be in a particular category (range 1-15). 


SEt STatus dnx CAtegory n Set a group of DNs to be in a particular category, using X 
substitution. 


SEt OPtion CAtegory n name Give a category a name (up to 4 letters). 
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Meridian 1 
Background Terminal 


Facility 
Description 
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